WALKWAY LIGHTING

BRITE WALKWAY
L116/L117

CRETO
F114

PATHWAY
L101
BRITE WALKWAY

MODEL NUMBER

L129 - BRITE WALKWAY 150
L130 - BRITE WALKWAY 120

SPECIFICATIONS

HOUSING: Extruded aluminium.
LIGHT SOURCE: The fitting is designed to operate a 1.25W LED.
DIFFUSER: High impact acrylic or tempered glass.
MOUNTING: Floor or wall mounted.
CONTROL GEAR: The electronic supply is suitable for operation with 220 – 240 volts - 50 hertz single phase.
FASTENERS: All external screws are stainless steel.
INGRESS PROTECTION: IP65.
MECHANICS: Operating Temperature (Ta) ≤ 36° C.
Weight: 0.548 Kg.
Surge arrester to protect LED supply.
FEATURES: Remote IP65 connection box supplied with power supply and surge arrester. Allowances must be made for the installation of this remote box. Maximum length of cable 12m, cable specification minimum 0.75m². Multiple fittings off one driver must be designed according to application.

APPLICATION AREAS

Indoor or outdoor application.
Symmetrical distribution.
Parks and gardens.
Pedestrian walkways.
Building entrances.

LIGHT DISTRIBUTION

LED 1.25W 4000K 25° Beam
LED 1.25W 4000K 46° Beam

DIMENSIONS IN MM

LED Osram Oslo Square Giant

<table>
<thead>
<tr>
<th>LED Current</th>
<th>Power (W)</th>
<th>Colour Temp</th>
<th>Nominal Flux (lm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>350mA</td>
<td>1.25W</td>
<td>4000K</td>
<td>168 lm</td>
</tr>
<tr>
<td></td>
<td></td>
<td>3000K</td>
<td>156 lm</td>
</tr>
</tbody>
</table>

LIGHT SOURCE

www.regentlight.co.za
CRETO SPECIFICATIONS

MODEL NUMBER
F114 - CRETO

APPLICATION AREAS
Indoor or outdoor application.
Parks and gardens.
Pedestrian walkways.
Decks.

Housing: Concrete with die cast aluminium housing for the LED.
Light Source: The fitting is designed to operate a 7.2W LED.
Diffuser: Acrylic.
Mounting: Plinth mounted.
Control Gear: The electronic supply is suitable for operation with 220 – 240 volts - 50 hertz single phase.
Fasteners: All external screws are stainless steel.
Ingress Protection: IP65.
Mechanics: Operating Temperature (T_a) ≤ 36°C.
Weight: 25 Kg.
Features: The concrete body installs onto a stubby and is secured with stainless steel screws. The stubby base is buried which allows a hidden mounting appearance. Surge arrester to protect LED supply.

APPLICATION AREAS

LIGHT SOURCE
LED Osram Duris E5

<table>
<thead>
<tr>
<th>LED Current</th>
<th>Power (W)</th>
<th>Colour Temp</th>
<th>Nominal Flux (lm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>350mA</td>
<td>7.2W</td>
<td>4000K</td>
<td>1126 lm</td>
</tr>
<tr>
<td></td>
<td></td>
<td>3000K</td>
<td>1114 lm</td>
</tr>
</tbody>
</table>

DIMENSIONS IN MM

Front View
Side View
Top View
Bottom View

STUBBY

STUBBY Front View
330
120 c/c
240 c/c
STUBBY Side View

STUBBY Bottom View

STUBBY Isometric View

www.regentlight.co.za
**PATHWAY**

**MODEL NUMBER**

L101 - PATHWAY

**SPECIFICATIONS**

**HOUSING** : LM6 die cast aluminium.

**LIGHT SOURCE** : The fitting is designed to operate a LED up to 2W.

**DIFFUSER** : High impact acrylic.

**MOUNTING** : Floor or wall mounted - down-facing only.

**CONTROL GEAR** : The electronic supply is suitable for operation with 220 – 240 volts - 50 hertz single phase.

**FASTENERS** : All external screws are stainless steel.

**INGRESS PROTECTION** : IP65.

**MECHANICS** : Operating Temperature (Ta) ≤ 36°C.

Weight : 0.338 Kg.

**FEATURES** : Remote IP65 connection box supplied with power supply and surge arrester. Allowances must be made for the installation of this remote box.

Maximum length of cable 12m, cable specification minimum 0.75mm².

Multiple fittings off one driver must be designed according to application.

**LIGHT SOURCE**

**LED Osram Duris E5**

<table>
<thead>
<tr>
<th>LED Current</th>
<th>Power (W)</th>
<th>Colour Temp</th>
<th>Nominal Flux (lm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>350mA</td>
<td>2W</td>
<td>4000K</td>
<td>148 lm</td>
</tr>
<tr>
<td></td>
<td></td>
<td>3000K</td>
<td>138 lm</td>
</tr>
</tbody>
</table>

**APPLICATION AREAS**

Indoor or outdoor application.

Symmetrical distribution.

Parks and gardens.

Pedestrian walkways.

**COLOURS**

- Black (BL)
- Matt Silver (MS)
- White (WH)
- Charcoal Grey (CG)

**LIGHT DISTRIBUTION**

**DIMENSIONS IN MM**

Side View

Top View

Front View

REMOTE IP65 CONNECTION BOX

**www.regentlight.co.za**